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How does it work? 

With a radar range of 200m, the DSD detects 

and informs drivers of their speed, giving them 

sufficient time to acknowledge their speed & 

correct as necessary. 

Education is the message 

The DSD in “Smiley SID” mode reacts to the 

speed of the approaching vehicles displaying 

either a “Happy” or “Sad” face, relative to the 

speed at which the vehicle is travelling. 

 
The DSD is seen as the friendly side of policing 

speed in our Communities. Providing education 

in a universal way with a Smile. 

Permanent or Portable Installation  

Our Road Safety Display is supplied complete 

with a universal security bracket that can be used 

for either permanent or temporary deployment. 

 
Weighing less than 7kg the DSD fits neatly in 

the boot of most cars. Independent research 

has shown that our road safety display can 

reduce speeds on industrial sites and in our 

communities, providing a low cost tool for the 

management of speed limits in a socially 

acceptable way 

 

Simple, safe & extremely effective 

Easy Set-Up with 75% of drivers acknowledging 

 

 
 
 
 
Developed to alert Drivers & the 

Community of excess Speed 

behaviour, DSD puts social pressure 

on them to decrease speed when 

required. 

 
Providing Positive Driver Feedback and 

Education, DSD can be configured to 

provide various road safety messages 

including “Safety Smile”, Speed Flash, 

Positive feedback and Speed Limit 

Difference. 

 
Options include. 

 
Data Capture 

 
Managed hire contracts Installation 

and Commissioning Cable or 

Bluetooth communications 

Handheld set up and retrieval computer 

Aluminium Tripod (manned deployment) 

Heavy Duty Steel Tripod (wind resistant) 

Mains Power - Permanent power connection 

Solar Power - Permanent power connection 

Web Report - Remote data via the internet 

Supplied complete with 

User guide 

CD software 

4A 3-stage charger 

DSD Road Safety Display 

12V 18Ah Battery (10 day) 

High visibility sign surround 

Universal security bracket with fixings 

 
2-year comprehensive warranty 

• Driver Speed Education 
 

• 10 day battery life 
 

• Increased “On Site” Safety 
 

• “Smiley” S.I.D Function 
 

• Community Speed Awareness 
 

• Compact & Portable 
 

• Supplied complete and ready to use 
 

• Installed and operational in 5 minutes 
 

• Lightweight one person operation 
 

• Post or Tripod mounting options 
 

• Overt / Covert Data Capture 
 

• MS Excel™ Report Software 
 

• Special events & trackside monitoring 

the DSD as an effective means of speed 

management an extremely effective Road Safety 

tool for Casualty Reduction Officers, Community 

Safety Partnership, Site Health & Safety Managers. 

     
www.cinemalite.com.au 
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Technical Specification 
 

Sensor: Microwave power output 5mW 

Frequency band: 24.000 - 24.250 GHz 

Operating Freq: 24.150 - 24.250 GHz (UK selected) 

Speed range: 2-130 mph or 3-199 Km/h 

Radar range: up to 120m (adjustable) 

Power: 12 volt (rechargeable) 

Current: 80mA 

Weight DSD: 7kg 

Battery Weight: 6.3kg 

Operating Temp: -25deg C to +75deg C 

Housing: PVC 

Dimensions: 604 x 776 x 200mm 

Data Rate: up to 57.6Kb 

Data Output: XLS, ASCII, DMP, WEB, SCP (Developed for Safety Camera Partnership) 

Units: Imperial or Metric 

Memory: 600.000 vehicles 

Data Format: Speed, date, time, entrance speed, exit speed (per vehicle) 

Resolution: Speed = 1Km/h Length = 10cm 

Verification: Online mode via PDA 

Operation Modes:   Covert - Covered No Display (Data Only for site speed assement) 

Safety Smile - Happy or Sad face speed limit dependant 

VAS - Vehicle Activated Standard (Flashing speed of Violators) 

Difference - Displays speed over the limit (20mph Initiatives) 
 

Case: Copolymer polypropylene structural resin (MIL Standard MIL-C-4150-J) 

Housing meets standards 

MIL STANDARD MIL-C-4150J 
IP67 in accordance EN60529/91 & IEC60529/68 

 

General Specification 
Although extremely simple to use, the DSD can be configured to the users “On Site” requirements, all the settings 

including maximum displayed speed, Static/Flashing speed as well as whether or not to use the “Smiley SID” or any 

other features within the unit are all under the users control via the optional handheld computer. 

 
In covert mode the safety display can be effectively used to gather before data for the preselected site, this 

information can be used to assessing the suitability of the site and give an indication of the problem and 

effectiveness of the display when used in an overt mode. 

 

Power Supply 
Solar Power 

240V AC Mains 

12 volt 18Ah 10 day battery 
 

Communications 
Handheld Personal Digital Assistant R232 or Bluetooth 

Integrated Gris modem 

WLAN 
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