l Accessories:

Lockable base plate LASER45 calibrator

|
Bl SDR radar classifier fwr- g

The Cinemalite SDR traffic classifier was
designed to meet the increasing demand
for a solid and reliable non intrusive traffic
measuring device. Because of the
increasing daily traffic, it becomes more
difficult and dangerous to install traffic

' ?'\} sensors like mobile inductive loops or

rubber tubes on top of the road surface.

. The SDR gives the traffic engineer a

solution for these problems.

The SDR is easy to setup on the roadside
with a PDA (Palm), without disturbing the
traffic flow. Data can be monitored online
and is more real than data collected

by visible sensors on the road. The

SDR measures and stores all

passing vehicles in 2 directions with

their arrival date and time, speed, length
and direction (1.6 million vehicles).

The setup and retrieval of data can be
done easily either with a PDA (Palm) or
via wireless connection (GPRS or
Bluetooth). Intelligent power
management allows an operation

§ upto 21 days.
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l Technical specs:

Sensor:

24,125 GHz, 5 mW output
Speed range:

3-250Km/h / 2-155 mph
Length resolution:

0.1m

Weight:

4.7Kg net (battery 6.3Kg)
Dimensions

300 x 350 x 150mm
Memory:

128 MB

Calibration:

Automatic or manual
Installation height/ distance:
up to 10m

l Other applications:

PDA and Bluetooth GPRS communication
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Permanent with solar

Web Application software
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